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REINFORCING
TYPICAL SECTIONS - FLUTED PARAPET

Two component nonstaining
gray sealing compound with
polysulfide liquid polymer
gun-grade with primer.
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Pipe Underdrains for

Structures,

6" (Typ.)

DETAIL 10

NOTES:

Bend for Pipe Underdrains for Structures, 6" (Typ.)

1. For Bar Bending Diagrams see Sheei RZ20.

2. For Chain Link Fence, 42" Attached to Structure
(Speciai) Detail see Sheet SDI

3. For Location of Outlet Pipe(s) and Detail 10 see Sheets R7 to RI3.
(Detailed Plan & Elevation sheets)

4. Expansion joint sealing delail also apply to Retaining Wall,
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REVISIONS

NAME

ILLINOIS DEPARTMENT OF TRANSPORTATION
F.A.I. 90/94 (DAN RYAN EXPRESSWAY)
TYPICAL FLUTED PARAPET AND MISC. DETAILS
SQUTH WENTWORTH AVENUE RETAINING WALL
WEST 59TH STREET TO WEST 63RD STREET
SECTION 2021-922 PT.1-AC
STATION 111+25.00 TO 126+89.58
COOK COUNTY  SN. 0I6- w886

SCALE:  None DRAWN BY:  ET

DATE: October 23, 2004 CHECKED BY: JSS/MM

m\p40468\struciNi4-cntr 9c\s hi\w8E86\r103119a2a-w886.shf

04:41:37 FM

16/21/ 2064




